PILE DRIVERS/COMPACTORS / VERDICHTER/RUTTELPLATTEN

HC SERIES

== 8 MODELS HYDRAULIC PILE DRIVERS/COMPACTORS
FULL RANGE FROM 110 TO 1150 KG FOR CARRIERS
FROM 0.8 ~ 38 TONS

B 8 MODELLE VERDICHTER/RUTTELPLATTEN VON 110 )
BIS ZU 1.150 KG FUR BAGGER VON 0,8 BIS 38 TONNEN

EVOLUTION

HC-100 HC-180/2  HC-250/2  HC-420/2 HC-600/2  HC-900/2 HC-1200/2  HC-1500/2

"} (1) Baggerklasse / Excavatorclass T. 08-2 2-35 35-7 6-10 8-16 15-18 20-35 22-38
| é Gewicht / Weight Kg. 110 160 230 400 580 | 850 950 1150
Iﬂ Olvolumenstrom / Oilflow L/min. 20-30 _ 25-40 25-40 _ 55-85 55-85 100-130 | 170-210 180-220
Q Arbeitsdruck Bagger / Workingpressure excavator Bar 120-140 120-140 120-140 120-140 120-140 120-140 ~ 190-215 200-220
Energie/ Force Kn. 0 18 5 s | s 95 1 05 |
Frequenz / Frequency Rpm  2200-2600 i 2200-3000 = 2200-3000 | 2100 - 2600 | 2100-2600 j 2200-2500 | 2400-2900 | 2400-2900 |

(1) Recommended excavator / attachment combination (1) Empfohlene Bagger/Anbauteil Kombination






